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END SECTION DIMENSIONS
L INE| PIPE |THICK-
-NESS w
NO. | DIA A B H F L |max.wiomn| AVEROAEVEns
SECTION SLOPE
Inch inch inch inch inch Inch inch inch
1 12 0.064 5 7 6 22 21 44 2174
2 15 0.064 6 8 6 28 26 52 2174
3 18 0.064 7 10 6 34 31 58 2lrg
4 21 0.064 8 12 6 40 36 66 2lg
5 24 0.064 9 13 6 46 41 72 2l
6 30 0.079 | 11 16 8 55 51 88 2l
7 36 0.079 [ 13 19 9 70 60 105 2
8 42 0.109 | 15 25 110 82 69 122 2lg
9 48 0.109 | 17 29 | 12 88 78 131 2
10 54 0.109 |17 33112 100 84 143 2
" 60 0.109 |17 36 |12 12 87 157 17
12 66 0.109 |17 39 |12 118 87 162 154
13 72 0.109 |17 44 112 120 87 169 1778
14 78 0.109 |17 48 | 12 130 87 178 134
15 84 0.109 | 17 52 |12 136 87 184 1173
16 90 0.109 |17 58 | 12 142 87 188 1124
17 96 0.109 |17 58 | 12 144 87 197 1174
FILL SLOPE NEED NOT MATCH THE END SECTION SLOPE.
SHAPE FILL AT EACH SITE TO FIT.
1.SOME LARGER SIZES MAY REQUIRE FIELD ASSEMBLY.
2.0PTIONAL TOE PLATES MAY BE PROVIDED TO DEPTH SPECIFIED.
3.FOR 78" x 52" AND 84" x 58" SIZES
REINFORCED EDGES TO BE SUPPLEMENTED WITH GALVANIZED
STIFFENER ANGLES. THE ANGLES TO BE ATTACHED BY
GALVANIZED NUTS AND BOLTS FOR STEEL UNITS OR
ALUMINIUM NUTS AND BOLTS FOR ALUMINIUM UNITS.
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1] 17x13 15 | 0.064| s 5 9 6 28 20 | s2 28 '5 < Z\ 6
= L
2| 21x15 18 | 0.064| & 6| 11 6 34 24 58 2 z g7 | \&
— A za Y°
3| 24x18 21 | 0.064| 7 7] 12 6 s0 28 63 2lsg o E F2 |
4| 28x20 24 | 0.064| 7 7] 18 6 46 32 0| 2 S %E 2
w
5| 35x24 30 | 0.079| 9 9| 16 6 58 39 85 17 ¢ 5% Io
APPLICABLE SPECIFICATIONS 7
6| 42xe9 36 | 0.079] 11 11 | 18 7 73 46 | 104 174
(CIRCULAR AND ARCH PIPE) 7| 49x33 42 | 0.109] 12 12 | 21 9 82 53 | 117 13,
CONFORM TO: 8 | s7x38 48 | 0.109] 16 16 | 26 | 12 88 62 | 132 174 —
AASHTO M 218 (GALVANIZED STEEL SHEET) S 6ax43 o2 0.1091 17 e o P 100 . a4 T 2
AASHTO M 197 (ALUMINUM ALLOY SHEET) ' 8 w o
10 | 71x47 60 | 0.109]| 17 17| 36 | 12 | 112 77 | 156 174 >:
ALL 3 PIECE BODIES TO HAVE 12 GAUGE MIN.
SIDES AND 10 GAUGE MIN.CENTER PANELS. 1| 71e2 66 [o-109| 17 [ 17|36 |2 | 1e4] T7 16T | 178 5'0
MULTIPLE PANEL BODIES TO HAVE SEAMS WHICH 12 B3x57 72 0.109 | 17 17 44 12 130 7 177 117, L)LL' w
SEEBgETEEFgéGE%ELJBH% %Dcﬁtm%ﬁ[) RIVETS FILL SLOPE NEED NOT MATCH THE END SECTION SLOPE. w =
SHAPE FILL AT EACH SITE TO FIT. 1
RIVETS OR BOLTS FOR ALUMINUM UNITS. ¢D e
GALVANIZED STEEL OR ALUMINUM TOE PLATE To 1.SOME LARGER SIZES MAY REQUIRE FIELD ASSEMBLY. [ 5 é
BE AVAILABLE AS AN ACCESSORY. WHEN SPECIFIED, 2.0PTIONAL TOE PLATES MAY BE PROVIDED TO DEPTH SPECIFIED. w S
USE SAME THICKNESS AS THE END SECTION. j , ., , > o
TSI SRSy 0 SIS TENENED S0OES e iues :
TO BE SUPPLEMENTE . S
GALVANIZED STEEL OR ALUMINUM LIFTING LUG TO BE ATTACHED BY GALVANIZED NUTS AND BOLTS FOR STEEL UNITS Z
AVATLABLE AS AN ACCESSORY, WHEN SPECIFIED. OR ALUMINIUM NUTS AND BOLTS FOR ALUMINIUM UNITS. e
END SECTIONS CAN BE USED WITH ANY OR PIPE 4.PLACE ANGLE REINFORCMENT UNDER THE CENTER PANEL SEAMS ON THE SHENE
OR PIPE ARCH WALL THICKNESS SPECIFIED. 38 _x 08 SlZES
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